
GWR 40ton LOCO COAL WAGON
These wagons were built between 1904-1910, a total of 27 wagons in all. There were minor differences between the various Lots, the most 
apparent being the 7 wagons of N1/N11 that had top doors on the sides (see note below). N1/N11 were 2" narrower than the later wagons. The 
kit is for N14/15. N17 wagons had doors that were 4" taller than the earlier wagons. Various types of brake system were tried and changes made 
from time to time, until 1921, after which they stayed the same until they were scrapped ( The last wagon was condemned in 1958.). N15-53994 
was sold to the Government in 1915 and did not return. Refer to HMRS Journal Vol.10 No.4(1979) for the complete history of these wagons. 
They are also described in "A history of Great Western Wagons", but there are inaccuracies relating to the numbering.
ASSEMBLY
Body: Glue one end to a side & add the other end and side. Fit the floor from below – the underside of the floor should be flush with the 
bottom edge of the sides. N.B. The ends fit between the sides and the floor fits below the locating ribs on the sides.
Bogies: Fit bearings (not supplied) to the axle holes. Hornby couplings can only be used with the bogies in the outer position as on N15 (& 
N17).Bachmann Mini couplings can be fitted if the side “wings” of the  coupling are cut off.  Cut the coupling mountings at the line between the 
two holes. For N14 (& N1/N11) the mounting will have to be lengthened. Glue sides to stretcher and leave to set. 
Underframe: Fit the solebars to the underside of the floor, flush with the inner edge of the sides; with the bolsters between them against the ribs 
on the floor - inner position N14 or outer N15/ N17. Add the buffers & collars (4), then attach the bogies to the bolsters, taking care not to use 
too much glue or the bogies will not pivot freely.
Brakegear: N11 - 55996-99 - Type 1 (except 55997 which had type 2); N14 - 53990-93 - Type 2; Nl5 - 53994-95 - Type 3.
PAINTING: GW Wagon Grey (Precision Paints B17), brake handle ends – white. Lettering (HMRS Transfers) as diagram. Suitable tares - 
between 18t l0cwt & 18t 16cwt. Small lettering as shown below the bottom  diagram, was applied from about 1938. It would seem  unlikely that 
any of these wagons would have been repainted in British Railways livery as most were condemned in the early 1950s.
Notes: N1 (54000)/N11 (53990-95) - These had cupboard doors above the side doors, this could be added using plastic strip. The six N11 
wagons were from 1907 numbered 30495-500 & used for coal traffic from Kingswear to Torquay Gas Works. In 1929 they were renumbered 
53961-66 – their old numbers having been reused. N14/15 were not built until after the N11 wagons had been renumbered in 1907, and used 
the old N11 numbers. 

“V” hangers & outer trusses — fit behind solebars


